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Piping system



   

INSTALLED IN THE BLINK OF AN EYE AND COMPLETELY PROTECTED!

OIL AND SILICONE FREE
The high-performance aluminium alloy pipes are 

extruded, degassed and treated with a 

titanium-based coating which stops any 

oxidation. The material is not only free of 

silicone and oil, but also resistant to oil, UV rays 

and aggressive environments.

REACH AND ROHS COMPLIANT
All piping and fittings in the BOGE AIRficient 

system meet both the REACH Regulation on 

Registration, Evaluation, Authorisation and 

Restriction of Chemicals as well as the RoHS 

Directive on restriction of hazardous substances, 

and are internationally approved for use.

Efficient piping of compressed air with quick 
assembly system: Save up to 30% with the BOGE 
AIRficient piping system!
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ENERGY EFFICIENT 
BOGE AIRficient – the innovative aluminium 

piping system – sustainably improves com-

pressed air quality and guarantees maximum 

energy efficiency: Since nothing can oxidise, the 

pipe cross-section, low differential pressures 

and maximum throughput rates remain the 

same throughout the entire lifespan.

EXTENSIVELY CERTIFIED
The piping system is covered by all certification 

and approvals necessary for international use, 

including:  

• EN 13501-1:2007+A1:2009 

• EN ISO11925-2:2010 	 • EN ISO 13823:2010 

• CE 97/23/EG 	 • TSSA CANADA

• ASME B31.1 USA 	 • EN 755-2; 755-8

• EN 573.3 	  

10 YEAR GUARANTEE
Top quality materials and a meticulous, 

titanium-based coating finish inside with a 

Qualicoat-compliant coating outside promise 

maximum lifespan. When added to our 10-year 

guarantee for material defects – BOGE 

AIRficient offers you the best assurance for your 

investment.

QUICK INSTALLATION
BOGE AIRficient is not only superior in terms of 

quality, it can also be installed more quickly than 

steel or copper pipes – the installation time is 

halved! No expensive special tools are needed. 

Individual components can be quickly replaced. 

Moreover, installation costs are reduced.

 

Quick & Easy BOGE Garantie
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For steel or copper piping, the path from compressor to the application is infamous 
for its tendency to corrosion. With AIRficient, BOGE offers an innovative piping 
system made of aluminium that significantly improves the quality and efficiency of 
compressed air.  It can be laid more quickly than conventional systems, is immune 
to corrosion and UV rays, and, because it is oil-resistant, is ideal for aggressive 
environments. This means that the quality of the compressed (or vacuum or 
nitrogen) remains consistent along the entire treatment route– and for the duration 
of its lifespan.

  Piping system
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BOGE is known for particularly efficient compressed air systems throughout 
the industry. From now on, this applies to our piping system as well: With 
BOGE AIRficient, you are making a choice for maximum energy efficiency, 
steady throughput rates and consistently clean compressed air. 

Compressor 		        Receiver             Filter	   Dryer 		      Filter   

Application

PRACTICALLY LOSS-FREE PIPING OF COMPRESSED AIR ALL THE WAY TO THE APPLICATION

FOR ANY SIZE AND EVERY APPLICATION

  Suitable for

• Compressed air    • Inert gases    • Vacuum 

  Available diameters

20 – 25 – 32 – 40 – 50 – 63 – 80 – 110

  Maximum operating pressure  

  Degree of vacuum

  Temperature range

  Resistant to

• Corrosion   • Vibration   • Aggressive environments
• Temperature fluctuations  • UV rays

  Comparison of savings potential

BOGE aluminium pipes Galvanized pipes 

Overall savings

Energy costs

Purchasing costs

Installation costs

   50%    8%    19%    23%

Actual compressed air use in a conventional compressed air network 

Effective use Waste Leaks Pressure loss 

16 bar

98,7% (13 mbar)

–30 °C - +80 °C

42%

28%

10%

20%

20%

10%
70 %



All you need for quick and easy connection: The aluminium 
pipes and connection couplings can be assembled without 
expensive special tools, and installation time is reduced by up 
to 50%. Individual parts can also be replaced just as easily 
if needed. 

Straight connection

Spanners 

End caps 

Sliding connection 

Deburring cone  Distributors 

BETTER TO BE CERTAIN
All parts in the BOGE AIRficient piping system are designed for 

temperatures between -30°C and +80°C and have self-extinguishing 

properties. Even after ten years, the system will continue to provide 

uniform throughput and consistently high compressed air quality at the 

end of the pipeline. We guarantee it.
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90° elbow 

Flange 

connection

Ball valve  

45° elbow

Aluminium pipe  Flange connection

Tapping clamp  

Tee connection 

Pipe brackets  

Threaded coupling  

Accessories  

BOGE Compressed Air Systems  
GmbH & Co. KG
P. O. Box 10 07 13  ·  33507 Bielefeld 

Otto-Boge-Straße 1–7  ·  33739 Bielefeld 

phone +49 5206 601-0  

fax +49 5206 601-200 

info@boge.com  ·  www.boge.com


