






SeriesPL3
Lubricator 1/4″and 3/8″

872

▣ How to Order

▣ Standard Specifications

Fluid

Max. Operating Pressure (MPa)

Proof Pressure (MPa)

Min Operation Flow (Nℓ/min)

Bowl Capacity (㎤)

Ambient and Fluid Temperature (℃)

Flow Capacity ※ 1/4˝

(Nℓ/min) 3/8˝

Bowl Material

Bowl Guard Material

Recommended Oil

Weight  (kg)

※Test conditions : Supply pressure 0.6MPa(100psi), Pressure drop 0.05MPa(90psi)

PL 3 — * 03 B — *

Series
(Lubricator Unit)

Other Option

R Flow Direction : Right → Left

XC16 Copper-free

Thread

Blank Rc(PT)

N NPT

G G(PF)

Port Size

02 1/4

03 3/8

Bracket Option

Blank None

B Bracket

Note1) Separalely packed, Not
assembled.

Note1)

Symbol
OUT

Lubrcator

IN

Air

1.0(140psi)

1.5(200psi)

40(3/8˝)

56(1.89oz)

-5~60(23~140。F)(Non-freezing)

2,100(74scfm)

3,100(109scfm)

Polycarbonate

Nylon

ISO VG32(Turbine Oil 1 Class)

0.26(0.57lb)
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Series PL3

PC2

PF2

PR2

PL2

PP2

PC3

PF3

PR3
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PP3

PC4
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PR4
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PC5

PF5

PR5

PL5

PP5

PFH(U)2~
PFH(U)5

PPH(U)3~
PPH(U)4

PLV

PSH

PCV
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www.TPCpneumatics.com

▣Dimensions ▣ Flow Characteristics

▶ 1/4″PL3

▶ 3/8″PL3

Replacement Parts/Parts List

⑦ Damper NBR PL3-34-001-01

⑧ Bowl O-ring NBR PL3-04-001-01

No. Description Material Part No.

Main Parts/Parts List

① Body Aluminum

② Inner  Sight dome Nylon(Transparent)

③ Outer Sight dome Nylon(Transparent)

④ Damper Plate Acetal

⑤ Bowl Polycarbonate

⑥ Bowl Guard Nylon

No. Description Material Remark

▣Construction
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Air Flow(ℓ/min)
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SeriesPP3
Piggyback 1/4″and 3/8″

874

▣ How to Order

▣ Standard Specifications

Fluid

Max. Operating Pressure (MPa)

Proof Pressure (MPa)

Set Pressure Standard

(MPa) Made to Order Specifications

Ambient and Fluid Temperature (℃)

Flow Capacity ※ 1/4˝

(Nℓ/min) 3/8˝

Filtration (㎛)

construction

Bowl Material

Bowl Guard Material

Drain Capacity (㎤)

Weight (kg)

Drain Option

Blank Manual Push Drain

D Auto Drain (N.O Type)

PP 3 — * B *03 D G —

Series
(Piggyback Unit)

Other Option 

Blank Set at 0 to 1.0 MPa, 5㎛ (Standard)

2 Set at 0 to 0.2 MPa J4 Filter element - 40㎛

4 Set at 0 to 0.4 MPa K Built-in Check Valve

12 Set at 0 to 1.2 MPa R Flow Direction : Right → Left

E Non-Relieving Type T Tamper Resistant Kit

J2 Filter element - 20㎛ XC16 Copper-free

Bracket Option

Blank None

B Bracket + Panel Nut

B1 Panel Nut

Thread

Blank Rc(PT)

N NPT

G G(PF)

Port Size

02 1/4

03 3/8

※Test conditions : Supply pressure 0.7MPa(100psi), pre-set pressure 0.6MPa(90psi)

Pressure Gauge

Symbol Description Pressure Range

Blank None

G Integral Pressure Gauge (W/Limit Indicator) 1.0MPa

P Pressure Gauge 1.0MPa

P2 Pressure Gauge 0.2MPa

P4 Pressure Gauge 0.4MPa

Note2)

Note2) Separately packed, Not assembled.

Note1) Refer fo page 935 for Built-in Check Valve, Tamper Resistant Kit.
If ordering more than one option, indicate symbols numerically then
alphabetically Ex) 2EK
Over Max. pressure value can be set.

Note1)

Note1,2)

Note3)

Noet3) Min. operating pressure is 0.15MPa
(20psi) for Auto Drain (N.O Type)

OUT

Piggy back

IN

Symbol

PAT

Air

1.0(140psi)

1.5(200psi)

0.05~1.0(7~140psi)

0.05~0.2(7~30psi), 0.05~0.4(7~60psi), 0.05~1.2(7~170psi)

-5~60(23~140。F)(Non-freezing)

2,100(74scfm)

2,600(92scfm)

5

Relieving Style

Polycarbonate

Nylon

Manual Drian : 38(1.28oz), Auto Drain : 30(1.01oz)

0.49(1.08lb)
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Series PP3

PC2

PF2

PR2

PL2

PP2

PC3

PF3

PR3
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PP3

PC4

PF4

PR4

PL4

PP4

PC5

PF5

PR5

PL5

PP5

PFH(U)2~
PFH(U)5

PPH(U)3~
PPH(U)4

PLV

PSH

PCV

MB

875
www.TPCpage.com

www.TPCpneumatics.com

▣Construction

Replacement Parts/Parts List

⑧ Valve Ass'y Nylon+NBR PP3-08A001-01

⑨ Filter Element Polyethylene PF3-24-005-01

⑩ Diaphragm Ass'y Nylon+NBR PR3-11A001-01

⑪ Bowl O-ring NBR PL3-04-001-01

⑫ Valve O-ring NBR P10-01

No. Description Material Part No.

Main Parts/Parts List

① Body Aluminum

② Bonnet Nylon

③ Baffle Acetal

④ Deflector Nylon

⑤ Bowl Polycarbonate

⑥ Bowl Guard Nylon

⑦ Valve Spring Stainless Steel

No. Description Material Remark

D
ra
in

D
ra
in

▣Dimensions ▣ Flow Characteristics

▶ 1/4″PP3

▶ 3/8″PP3

Set Point

▣Pressure Characteristics

Inlet Pressure : 0.7MPa, Set Pressure : 0.2MPa 

Inlet Pressure : 0.7MPa
S
e
c
o
n
d
a
ry
 P
re
ss
u
re
(M
P
a
)

Air Flow(ℓ/min)

Inlet Pressure : 0.7MPa

Inlet Pressure(MPa)

S
e
c
o
n
d
a
ry
 P
re
ss
u
re
(M
P
a
)

S
e
c
o
n
d
a
ry
 P
re
ss
u
re
(M
P
a
)

Air Flow(ℓ/min)

849-887-PC2-4  2012.9.7 4:36 PM  페이지875   한국원색인쇄사 



SeriesPC4
Combination 3/8″and 1/2″

876

▣ How to Order

▣ Standard Specifications

Fluid

Max. Operating Pressure (MPa)

Proof Pressure (MPa)

Set Pressure Standard

(MPa) Made to Order Specifications

Ambient and Fluid Temperature (℃)

Flow Capacity ※ 3/8˝

(Nℓ/min) 1/2˝

Filtration (㎛)

Construction

Recommended Oil

Port Size for Pressure Gauge (Rc (PT), NPT)

Weight (kg)

※Test conditions : Supply pressure 0.7MPa(100psi), pre-set pressure 0.6MPa(90psi)

Port Size

03 3/8

04 1/2

PC 4 A — * *04 D G — — C3M3Z5

Series
(Combination Unit)

Components

Blank Filter-Regulator-Lubricator

A Piggyback-Lubricator

B Filter-Regulator

C Filter-Coalescing Filter(0.3)-Regulator

D Piggyback-Coalescing Filter(0.3)

E Filter-Coalescing Filter(0.01)-Regulator

F Piggyback-Coalescing Filter(0.01)

Other Option

Blank Set at 0 to 1.0 MPa, 5㎛ (Standard)

2 Set at 0 to 0.2 MPa K Built-in Check Valve

4 Set at 0 to 0.4 MPa L Life Indicator

15 Set at 0 to 1.5 MPa R Flow Direction : Right → Left

E Non-Relieving Type T Tamper Resistant Kit

J2 Filter element - 20㎛ U Regulator (Top Mounted)

J4 Filter element - 40㎛ XC16 Copper-free

Thread

Blank Rc(PT)

N NPT

G G(PF)

Accessories

Symbol Port Size Description Applicable Series

C1 1/8" PC2~PC3

C2 1/4" Check Valve PC2~PC4

C3 3/8" PC4

H - Shut-off Valve PC2~PC5

M1 1/8" PC2~PC3

M2 1/4" Modular Manifold Block Kit PC2~PC4

M3 3/8" PC4

S - Slow Start Valve PC4

V - Lock-out Valve PC2~PC5

W - Modular Pipe Adapter Kit PC2~PC5

Z1 - Pressure Switch, AC110V PC2~PC5

Z5 - Pressure Switch, DC24V PC2~PC5

Pressure Gauge

Symbol Description Pressure Range

Blank None

G Integral Pressure Gauge 1.0MPa

(W/Limit Indicator)

P Pressure Gauge 1.0MPa

P2 Pressure Gauge 0.2MPa

P4 Pressure Gauge 0.4MPa

Drain Option

Blank Manual Push Drain

D Auto Drain (N.O Type)

Refer to page 900 for how to attach bracket &
how to combine the accessories.
Note4) When specilying more than one symbol,

indicate them alphabetically Ex) C3M3Z

Note1) Refer fo page 935 for Built-in Check Valve, Tamper Resistant Kit.
If ordering more than one option, indicate symbols numerically then
alphabetically Ex) 2EK
Over Max. pressure value can be set.

Note1) Min. opreating pressure is 0.15MPa
(20psi) for Auto Drain (N.O Type)

Note2)

Note2,3)

Note1)

Note4)

Air Filter Regulator Lubricator

OUTIN

Symbol

PAT

Air

1.0(140psi)

1.5(200psi)

0.05~1.0(7~140psi)

0.05~0.2(7~30psi), 0.05~0.4(7~60psi), 0.05~1.5(7~200psi)

-5~60(23~140。F)(Non-freezing)

2,800(99scfm)

4,300(152scfm)

5

Relieving Style

ISO VG32(Turbine Oil 1 Class)

1/8˝

1.88(4.14lb)
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PC2
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Filter Regulator Lubricator

D
ra
in

▣ PC4 Dimensions

▣ Construction

Replacement Parts/Parts List

⑥ Spacer O-ring NBR PC4A-04-001-01

⑦ Auto-Drain ass'y - TAF3000-04A-6008

No. Description Material Part No.

Main Parts/Parts List

① Filter Ass'y -

② Regulator Ass'y -

③ Lubricator Ass'y -

④ Bracket Ass'y Aluminum

⑤ Connecting Screw Carbon steel

No. Description Material Remark
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Series PC4

878

Filter Ragulator Lubricator

D
ra
in

Filter Regulator

D
ra
in

▣ PC4A Dimensions

▣ PC4B Dimensions
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Series PC4

PC2

PF2

PR2

PL2

PP2

PC3

PF3

PR3

PL3

PP3

PC4

PF4

PR4

PL4

PP4

PC5

PF5

PR5

PL5

PP5

PFH(U)2~
PFH(U)5

PPH(U)3~
PPH(U)4

PLV

PSH

PCV

MB
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▣ PC4 Series Flow Characteristics

▶ 1/2″PC4

▶ 1/2″PC4A

▶ 3/8″PC4

▶ 3/8″PC4A

Set Point

▣ PC4 Series Pressure Characteristics

Inlet Pressure : 0.7MPa, Set Pressure : 0.2MPa 

Inlet Pressure : 0.7MPa

Inlet Pressure : 0.7MPa

Inlet Pressure(MPa)
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SeriesPF4
Filter 3/8″and 1/2″

880

▣ How to Order

▣ Standard Specifications

PF 4 — * *04 B D —

Series
(Filter Unit)

Other Option

Blank Filter element - 5㎛ L Life Indicator

J2 Filter element - 20㎛ R Flow Direction : Right → Left

J4 Filter element - 40㎛ XC16 Copper-free

Drain Option

Blank Manual Drain

D Auto Drain (N.O Type)

Thread

Blank Rc(PT)

N NPT

G G(PF)

Port Size

03 3/8

04 1/2
Bracket Option

Blank None

B Bracket

※Test conditions : Supply pressure 0.6MPa(90psi), Pressurre drop 0.07MPa(10psi)

Fluid

Max. Operating Pressure (MPa)

Proof Pressure (MPa)

Ambient and Fluid Temperature (℃)

Flow Capacity ※ 3/8˝

(Nℓ/min) 1/2˝

Bowl Material

Bowl Guard Material

Filtration (㎛)

Drain Capacity (㎤)

Weight kg)

Note1)

Note2)

Note1) Min. operating pressure fo Auto
drain (N.O Type)

Note2) Separately packet, Not assembled.

Symbol
OUTIN

Air Filter

Air

1.0(140psi)

1.5(200psi)

-5~60(23~140。F)(Non-freezing)

4,500(159scfm)

5,600(198scfm)

Polycarbonate

Nylon

5

Manual Drain : 56(1.89oz), Auto Drain : 68(2.3oz)

0.5
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Series PF4

PC2

PF2

PR2

PL2

PP2

PC3

PF3

PR3

PL3

PP3

PC4

PF4

PR4

PL4

PP4

PC5

PF5

PR5

PL5

PP5

PFH(U)2~
PFH(U)5

PPH(U)3~
PPH(U)4

PLV

PSH

PCV
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D
ra
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D
ra
in

▣Dimensions

▣ Flow Characteristics

▶ 3/8″PF4 ▶ 1/2″PF4

▣ Construction

Replacement Parts/Parts List

⑧ Filter Element Polyethylne PF4-24-005-01

⑨ Bowl O-ring NBR TAF4000-08-6000

⑩ Drain Ass'y - TAF3000-10A-6004

⑪ Auto Drain Ass'y - TAF3000-04A-6008

No. Description Material Part No.

Main Parts/Parts List

① Body Aluminum

② Baffle Screw Rolled Steel

③ Deflector Nylon

④ Baffle Acetal

⑤ Bowl Ploycarbonate

⑥ Bowl Guard Nylon

⑦ Life Indicator - Option

No. Description Material Remark
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Air Flow(ℓ/min) Air Flow(ℓ/min)
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SeriesPR4
Regulator 3/8″and 1/2″

882

▣ How to Order

PR 4 — * *04 B G —

Series
(Regulator Unit)

Thread

Blank Rc(PT)

N NPT

G G(PF)

Port Size

03 3/8

04 1/2

Bracket Option

Blank None

B Bracket + Panel Nut

B1 Panel Nut

Pressure Gauge

Symbol Description Pressure Range

Blank None

G Integral Pressure Gauge (W/Limit Indicator) 1.0MPa

P Pressure Gauge 1.0MPa

P2 Pressure Gauge 0.2MPa

P4 Pressure Gauge 0.4MPa
Note1) Separately packed. Not assembled.

Note1)

Symbol
OUT

Regulator

IN

PAT

▣ Standard Specifications

Fluid

Max. Operating Pressure (MPa)

Proof Pressure (MPa)

Set Pressure Standard

(MPa) Made to Order Specifications

Ambient and Fluid Temperature (℃)

Flow Capacity ※ 3/8˝

(Nℓ/min) 1/2˝

Construction

Port Size for Pressure Gauge (Rc (PT), NPT)

Weight (kg)

※Test conditions : Supply pressure 0.7MPa(100psi), pre-set pressure 0.6MPa(90psi)

Other Option

Blank Set at 0 to 1.0 MPa (Standard) K Built-in Check Valve

2 Set at 0 to 0.2 MPa R Flow Direction : Right → Left

4 Set at 0 to 0.4 MPa T Tamper Resistant Kit

15 Set at 0 to 1.5 MPa XC16 Copper-free

E Non-Relieving Type

Note1) Refer fo page 935 for Built-in Check Valve, Tamper Resistant Kit.
If ordering more than one option, indicate symbols numerically then
alphabetically Ex) 2EK
Over Max. pressure value can be set.

Note1)

Note1,2)

Air

1.0(140psi)

1.5(200psi)

0.05~1.0(7~140psi)

0.05~0.2(7~30psi), 0.05~0.4(7~60psi), 0.05~1.5(7~200psi)

-5~60(23~140。F)(Non-freezing)

5,100(99scfm)

7,700(152scfm)

Relieving Style

1/8˝

0.56(4.14lb)
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Series PR4

PC2

PF2

PR2

PL2

PP2

PC3

PF3

PR3

PL3

PP3

PC4

PF4

PR4

PL4

PP4

PC5

PF5

PR5

PL5

PP5

PFH(U)2~
PFH(U)5

PPH(U)3~
PPH(U)4

PLV

PSH

PCV
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▣Construction

▣ Dimensions

Replacement Parts/Parts List

③ Diaphragm Ass'y Nylon+NBR PR4-11A001-01

④ Valve Ass'y Nylon+NBR PR4-08A001-01

⑤ Valve Stem Bress PR4-09-001-01

⑥ Valve Spring Stainless Steel PR4-14-001-01

⑦ Valve O-ring NBR P15-01

No. Description Material Part No.

Main Parts/Parts List

① Body Aluminum

② Bonnet Nylon

No. Description Material Remark

▣ Flow Characteristics

▶ 3/8″PR4

▶ 1/2″PR4

Set Point

▣ Pressure Characteristics

Inlet Pressure : 0.7MPa, Set Pressure : 0.2MPa 

Inlet Pressure : 0.7MPa

Inlet Pressure : 0.7MPa
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Air Flow(ℓ/min)

Air Flow(ℓ/min)

Inlet Pressure(MPa)

Panel mounting hole 
(Panel thickness : 
Max 5mm)
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SeriesPL4
Lubricator 3/8″and 1/2″

884

▣ How to Order

▣ Standard Specifications

Fluid

Max. Operating Pressure (MPa)

Proof Pressure (MPa)

Min Operating Flow (Nℓ/min)

Bowl Capacity (㎤)

Ambient and Fluid Temperature (℃)

Flow Capacity ※ 3/8˝

(Nℓ/min) 1/2˝

Bowl Material

Bowl Guard Material

Recommended Oil

Weight(kg)

※Test conditions : Supply pressure 0.6MPa(90psi), Pressure drop 0.05MPa(7psi)

PL 4 — * 04 B — *

Series
(Lubricator Unit)

Other Option

R Flow Direction : Right → Left

XC16 Copper-free

Thread

Blank Rc(PT)

N NPT

G G(PF)
Port Size

03 3/8

04 1/2

Bracket Option

Blank None

B Bracket

Note1) Separately packed. 
Not assembled.

Note1)

Symbol
OUT

Lubricator

IN

Air

1.0(140psi)

1.5(200psi)

50(1.8scfm)(1/2˝)

127(4.29oz)

-5~60(23~140。F)(Non-freezing)

2,400(85scfm)

4,500(159scfm)

Poly carbonate

Nylon

ISO VG32(Turbine oil 1 class)

0.54(1.19lb)
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Series PL4

PC2

PF2

PR2

PL2

PP2

PC3

PF3

PR3

PL3

PP3

PC4

PF4

PR4

PL4

PP4

PC5

PF5

PR5

PL5

PP5

PFH(U)2~
PFH(U)5

PPH(U)3~
PPH(U)4

PLV

PSH

PCV
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▣Dimensions

▣ Construction

▣ Flow Characteristics

▶ 3/8″PL4 ▶ 1/2″PL4

Replacement Parts/Parts List

⑦ Damper NBR PL4000-14-6100-01

⑧ Bowl O-ring NBR TAF4000-08-6000

No. Description Material Part No.

Main Parts/Parts List

① Body Aluminum

② Inner  Sight Dome Nylon(Transparent)

③ Outer Sight Dome Nylon(Transparent)

④ Damper Plate Acetal

⑤ Bowl Polycarbonate

⑥ Bowl Guard Nylon

No. Description Material Remark
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Air Flow(ℓ/min)Air Flow(ℓ/min)
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SeriesPP4
Piggyback 3/8″and 1/2″

886

▣ How to Order

▣ Standard Specifications

Fluid

Max. Operating Pressure (MPa)

Proof Pressure (MPa)

Set Pressure Standard

(MPa) Made to Order Specifications

Ambient and Fluid Temperature (℃)

Flow Capacity ※ 3/8˝

(Nℓ/min) 1/2˝

Filtration (㎛)

Construction

Bowl Material

Bowl Guard Material

Drain Capacity (㎤)

Weight (kg)

PP 4 — * B *04 D G —

Series
(Piggyback Unit)

Other Option 

Blank Set at 0 to 1.0 MPa, 5㎛ (Standard)

2 Set at 0 to 0.2 MPa J4 Filter element - 40㎛

4 Set at 0 to 0.4 MPa K Built-in Check Valve

15 Set at 0 to 1.5 MPa R Flow Direction : Right → Left

E Non-Relieving Type T Tamper Resistant Kit

J2 Filter element - 20㎛ XC16 Copper-free

Bracket Option

Blank None

B Bracket + Panel Net

B1 Panel Net

Thread

Blank Rc(PT)

N NPT

G G(PF)

Port Size

03 3/8

04 1/2

※Test conditions : Supply pressure 0.7MPa(100psi), pre-set pressure 0.6MPa(90psi)

Pressure Gauge

Symbol Description Pressure Range

Blank None

G Integral Pressure Gauge (W/Limit Indicator) 1.0MPa

P Pressure Gauge 1.0MPa

P2 Pressure Gauge 0.2MPa

P4 Pressure Gauge 0.4MPa

Drain Option

Blank Manual Push Drain

D Auto Drain (N.O Type)

Note1) Refer fo page 935 for Built-in Check Valve, Tamper Resistant Kit.
If ordering more than one option, indicate symbols numerically then
alphabetically Ex) 2EK
Over Max. pressure value can be set.

Note1)

Note1,2)

Note3)

Note2)

Note3) Min. operationg pressure is 0.15MPa
(20(psi) for Auto Drain (N.O Type)

Note1) Separately packed. Not assembled.

OUT

Piggy Back

IN

Symbol

PAT

Air

1.0(140psi)

1.5(200psi)

0.05~1.0(7~140psi)

0.05~0.2(7~30psi), 0.05~0.4(7~60psi), 0.05~1.5(7~200psi)

-5~60(23~140。F)(Non-freezing)

3,800(134scfm)

4,700(166scfm)

5

Relieving Style

Polycarbonate

Nylon

Manual Drian : 56(1.89oz), Auto Drain : 68(2.3oz)

0.74(1.63lb)
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Series PP4

PC2

PF2

PR2

PL2

PP2

PC3

PF3

PR3

PL3

PP3

PC4

PF4

PR4

PL4

PP4

PC5

PF5

PR5

PL5

PP5

PFH(U)2~
PFH(U)5

PPH(U)3~
PPH(U)4

PLV

PSH

PCV

MB

887
www.TPCpage.com

www.TPCpneumatics.com

▣Dimensions

▣ Construction

Replacement Parts/Parts List

⑧ Valve Ass'y Nylon+NBR PP4-08A001-01

⑨ Filter Element Polyethylene PF4-24-005-01

⑩ Diaphragm Ass'y Nylon+NBR PR4-11A001-01

⑪ Bowl O-ring NBR TAF4000-08-6000

⑫ Valve O-ring NBR PR3-04-001-01

No. Description Material Part No.

Main Parts/Parts List

① Body Aluminum

② Bonnet Nylon

③ Baffle Acetal

④ Deflector Acetal

⑤ Bowl Polycarbonate

⑥ Bowl Guard Nylon

⑦ Valve Spring Stainless Steel

No. Description Material Remark

▣ Flow Characteristics

▶ 3/8″PP4

Set-up Point

▣ Pressure Characteristics

▶ 1/2″PP4

Inlet Pressure : 0.7MPa, Set Pressure : 0.2MPa Inlet Pressure : 0.7MPa Inlet Pressure : 0.7MPa

Inlet Pressure(MPa)
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Air Flow(ℓ/min) Air Flow(ℓ/min)
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