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Technical data
BLG 40 - BLG 550 - Fixed speed lubricated screw compressors

BLG 40 - BLG 375 - Variable speed lubricated screw compressors

Model Power (hp)
Pressure 

(Bar)

Output (m3/min) 1)
Size (mm)
(L x W x H)

Weight (kg)
Noise Level 

(dB)A7 Bar 8 Bar 10 Bar

BLG40 40 7/8/10 5.8 5.7 5.3 1654 x 900 x 1505 900 67

BLG50 50 7/8/10 6.5 6.4 6.2 1654 x 900 x 1505 946 68

BLG60 60 7/8/10 8.2 7.3 7.2 1654 x 900 x 1505 1020 69

BLG75 75 7/8/10 10.8 10.6 9.6 2104 x 1300 x 1580 1400 70

BLG100 100 7/8/10 13.8 12.8 10.8 2104 x 1300 x 1580 1450 73

BLG125 125 7/8/10 16.0 15.3 14.0 2104 x 1300 x 1580 1500 74

BLG150 150 7/8/10 21.2 20.0 17.5 2350 x 1600 x 1880 2400 74

BLG175 175 7/8/10 23.8 23.1 22.1 2350 x 1600 x 1880 2700 74

BLG200 200 7/8/10 28.2 27.0 24.2 2350 x 1600 x 1880 2800 75

BLG250 250 7/8/10 36.5 36.3 30.6
3048 x 1791 x 1880 (W)
3150 x 2100 x 2200 (A)

4620 75

BLG300 300 7/10 43.3 - 35.7
3048 x 1791 x 1880 (W)
3150 x 2100 x 2200 (A)

4750 77

BLG335 335 7/8/10 50.0 43.1 39.5
3048 x 1791 x 1880 (W)
3150 x 2100 x 2200 (A)

4820 77

BLG375 375 7/8/10 50.5 42.4 40.0
3048 x 1791 x 1880 (W)
3150 x 2100 x 2200 (A)

4900 77

BLG450 450 7/8/10 62.7 62.7 50.8 3750 x 2180 x 2050 7800 77

BLG500 500 7/8/10 72.3 65.8 56.3 3750 x 2180 x 2050 8000 77

BLG550 550 7/8/10 76.0 72.0 62.0 3750 x 2180 x 2050 8200 77

*Measured and stated in accordance with ISO 1217 Annex C at the following conditions: Air Intake Pressure - 1 bar a (14.5 psi.a), Air Intake Temperature - 
20°C (68°F), Humidity - 0% (dry), Cooling Water Inlet Temperature - 20°C (68°F), **+_3 dB(A).

Model Power (hp)
Pressure 

(Bar)

Output (m3/min) 1)
Size (mm)
(L x W x H)

Weight (kg)
Noise Level 

(dB)A7 Bar 8 Bar 10 Bar

BLG40 RS 40 7/8/10 1.34 - 5.82 1.32 - 5.70 1.29 - 5.34 1654 x 900 x 1505 950 68

BLG50 RS 50 7/8/10 1.48 - 6.50 1.46 - 6.40 1.41 - 6.17 1654 x 900 x 1505 1046 69

BLG60 RS 60 7/8/10 1.48 - 8.16 1.44 - 7.25 1.41 - 7.21 1654 x 900 x 1505 1066 70

BLG75 RS 75 7/8/10 2.44- 10.71 2.41 - 10.50 2.34 - 9.51 2104 x 1300 x 1580 1460 70

BLG100 RS 100 7/8/10 2.44 - 13.76 2.41 - 12.50 2.34 - 10.62 2104 x 1300 x 1580 1510 72

BLG125 RS 125 7/8/10 2.44 - 16.00 2.41 - 15.64 2.34 - 14.49 2104 x 1300 x 1580 1600 73

BLG150 RS 150 7/8/10 6.48 - 21.00 6.44 - 20.80 6.42 - 17.80
2350 x 1600 x 1880 (W)
2777 x 1600 x 1880 (A)

2520 73

BLG175 RS 175 7/8/10 4.77 - 24.00 4.74 - 23.80 4.69 - 22.30
2350 x 1600 x 1880 (W)
2777 x 1600 x 1880 (A)

2820 75

BLG200 RS 200 7/8/10 6.62 - 28.20 6.50 - 26.90 6.44 - 24.20
2350 x 1600 x 1880 (W)
2777 x 1600 x 1880 (A)

3000 76

BLG250 RS 250 7/8/10 14.4 - 36.5 14.3 - 36.3 13.9 - 30.6
3.48 x 1791 x 1880 (W)
3720 x 2100 x 2200 (A)

5050 (W)
5590 (A)

76

BLG300 RS 300 7/8/10 14.4 - 43.3 14.3 - 40.1 13.9 - 35.7
3.48 x 1791 x 1880 (W)
3720 x 2100 x 2200 (A)

5050 (W)
5830 (A)

78

BLG335 RS 335 7/8/10 14.4 - 50.0 14.3 - 43.1 13.9 - 39.5
3.48 x 1791 x 1880 (W)
3720 x 2100 x 2200 (A)

5300 (W)
6030 (A)

78

BLG375 RS 375 8/10 - 14.3 - 50.5 13.9 - 42.4
3.48 x 1791 x 1880 (W)
3720 x 2100 x 2200 (A)

5300 (W)
6160 (A)

78


